
FIRE FIGHTING EQUIPMENT CATALOG
Approved to European Standard BS EN3*
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Q-FIREQ-FIRE

Hydrant Pillar1
Hydrant Pillar
(Q-2WHPCI)

4”
2 x 2.5”
Machino

Cast Iron
215 Kg/Cm
210 Kg/Cm

Red
63 Kg

Size Inlet
Size Outlet
Connection
Coupling
Body Material
Test Pressure
Working Pressure
Finishing
Weight (Kg)

(Others Available on Request)

2 Way Pillar
Hydrant (Q-2WPH)

Type
Test Pressure
Max. Working Pressure
Body Material
Design
Flang Size
Outlet
Weight (Kg)
Optional

Q-2WPH
225 Kgf/Cm  (360 PSI)
216 Kgf/Cm  (230 PSI)

Mild Steel
In Compliance with BS750:1984
6” ANSI#150RF
Female Instantaneous
52 Kg
With Pumper Connection

Siamese Connection and Hose Rack2

HOSE RACK
Size
Comb
Material
Finishing

1.5” ; 2.5”
23
Brass
Chrome

SIAMESE
CONNECTION

S - 7 (Wall) / S - 11 Standing
2 x 2.5”

4”
Machino / VDH

215 Kg / Cm
210 Kg / Cm

Brass

Type
Size Inlet
Size Outlet
Coupling
Test Pressure
Working Pressure
Material

S - 11

S - 7

Q-Fire Hydrant
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Q-FIREQ-FIRE

High Pressure Reducing Valve and Hydrant Valve3
HIGH PRESSURE REDUCING VALVE

* Wet Riser system
* Hydrant Rising Mains
* Onshore & Offshore Applications
APPROVED TO BS5041 PART 2

Size
Coupling

Material
Handwheel

1.5” ; 2” ; 2.5”
Machino

Brass
Red Cast Iron

(Others Available on Request)

HYDRANT VALVE
* Wet Riser System
* Hydrant Rising Mains
* Onshore & Offshore Applications

* LV-DR25
Landing Valve

* LV-OF25
Landing Valve

* LV-RAF25
Right Angle

Landing Valve

* LV-RA25
Right Angle

Landing Valve
* LV-25GF
Dry Riser
Gate Valve

* LV-HF25
Horizontal

Landing Valve

* LV-BNF25
Bid Nose Pattern

Max. Working Pressure
Seal Test
Body Test
Body Material

215 Kgf/Cm  (220 PSI)
216.5 Kgf/Cm  (240 PSI)
222.5 Kgf/Cm  (330 PSI)

Gunmetal BS1400 LG2

Friction Loss
*Friction Loss (Dry Gate Vale)

Flow Rate
Finishing

20.7 Kgf/Cm  at a Flow Rate 10.0 Ltr/Sec
20.2 Kgf/Cm  at a Flow Rate 10.0 Ltr/Sec

20.7 Ltr/Sec at 4.7 Kgf/Cm
Red Colour: Wet Rising Main
Yellow Colour: Dry rising Main

* DH6i screw

* DH6i flange

2 021 Kgf/m  (290 PSI) at 0-38 C
222 Kgf/Cm  (319 PSI)
230 Kgf/Cm  (435 PSI)

Gunmetal BS1400 LG2
2 25 Kgf/Cm  to 20 Kgf/Cm

2 23.5 Kgf/Cm  to 9 Kgf/Cm  (adjustable)

Max. Working Pressure
Seat Test
Body Test
Body Material
Inlet Pressure
Outlet Pressure

Flow Rate (max)

950 L/Min
1200 L/Min
1270 L/Min
1400 L/Min

Flow Specifications
Setting at Outlet

Flow 0 L/Min
27 Kgf/Cm
28 Kgf/Cm
29 Kgf/Cm

210 Kgf/Cm

Outlet Pressure Flowing (Min)

22.0 Kgf/Cm
22.9 Kgf/Cm
23.4 Kgf/Cm
23.9 Kgf/Cm

Constant Between Inlet
2Pressure at 5-20 Kgf/Cm

Constant Between Inlet
2Pressure at 5-20 Kgf/Cm

Q-Fire Hydrant
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Q-FIREQ-FIRE

Hydrant Box4

A1 A2 B C

Model
Dimension (Cm)
(H x W x D)
Material
Thickness
Paint Finish

A1

66 x 52 x 15

A2

100 x 80 x 18

B

125 x 75 x 18

C

95 x 66 20
Mild Steel

1.2 mm
Powder Coating

Branchpipe with Straight Nozzle5

Size
Coupling
Material

1.5” ; 2” ; 2.5”
Machino
Brass

Q-Fire Hydrant
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