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NFS 320 - Build for Speed1
Panels

The NFS-320 is engineered for small applications, incorporating features that
minimize installation time, enable faster response times, and simplify
maintenance and usability.
The NFS-320 offers all the sophistication and premier performance of
the ONYX Series.
Speed of Installation
With the NFS-320’s auto-program feature, fire protection can be established in
seconds. Additional programming can be accomplished with the built-in
QWERTY keypad or with the VeriFire tools programming utility.
Speed of Detection

® 
NOTIFIER’s patented FlashScan protocol combined with ONYX Advanced

®
Detection, featured in every ONYX  Series panel, exceeds worldwide code
requirements for response time, and delivers a fast, accurate response to
smoke, carbon monoxide, and/or heat conditions.

Features
• One Signaling Line Circuit (SLC) with 318 devices (159 detectors and 159 modules), Style 4, 6 or 7
• Four Class A/B built-in NAC (Notification Appliance Circuits)
• Fully field programmable
• Removable chassis design for easy installation and service
• Direct connect to First Command Emergency Communications System

TM TM ®• Networkable with NOTI-FIRE-NET , High Speed NOTI-FIRE-NET , and ONYXWorks  compatible up to 200 nodes for NFN
• Optional IP or GSM Communicator
• Listed for releasing

NFS2-640 – Unparalleled Flexibility2
The NFS2-640 is ideal for mid-size applications, and easily expanded via

TMNOTIFIER’s intelligent fire alarm network, NOTI-FIRE-NET , to accommodate
future building expansion.
Adapts to Your Needs
The NFS2-640’s modular design maximizes flexibility and allows customization
to your specific life safety needs.
And should those needs change in the future, the NFS2-640 can adapt with
the addition or removal of system modules.
Adapts to Your Environment
The NFS2-640 self-optimizes each individual sensor alarm thresholds to speed
response times and minimize, if not eliminate, nuisance alarms.

Features
• One Signaling Line Circuit (SLC), expandable to two, Style 4, 6 or 7
• 318 devices per SLC (159 detectors and 159 modules), 636 devices per panel or network node
• 80-character, 640-character, or displayless (network node) operator interface options
• ONYX Intelligent Sensing - nine levels of sensitivity, drift compensation and maintenance alert, and auto detector test
• 6.0 Amp switch mode power supply
• Fully field programmable with 80-character display
• Optional Integrated Digital Voice Command with eight channels of high quality digital audio and firefighter telephone on a single cable

TM TM
• Networkable with NOTI-FIRE-NET , High Speed NOTI-FIRE-NET , and ONYXWorks compatible up to 200 nodes for NFN
• Optional IP or GSM Communicator
• Listed for releasing
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®The ONYX  Series

NFS-320/NFS2-640 ConfigurationsSA
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NFS2-3030 – Sheer Power and Performance3
Panels
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The NFS2-3030, with its impressive point capacity and powerful programming
options, is the complete solution for large scale applications requiring
superior performance.
Customization
The modular design of the NFS2-3030 allows authorized users to view and
control the system from anywhere in the facility.
Capacity
The NFS2-3030 supports over 3,000 intelligent devices on ten Signaling Line
Circuits (SLCs) – perfect for protecting high-rises,large manufacturing plants,
or multiple campus buildings with a single panel. When additional protection
is required, the NFS2-3030 can be expanded with additional panels using

TM
NOTI-FIRE-NET , NOTIFIER’s intelligent fire alarm network.

Features
• Up to 10 Signaling Line Circuits Style 4, 6 or 7
• Point Capacity: Up to 159 detectors and 159 modules per SLC
• Large 640-character LCD backlit display or displayless

TM TM
• Networkable with NOTI-FIRE-NET , High Speed NOTI-FIRE-NET , and ONYXWorks® compatible up to 200 nodes for NFN
• Built-in Degraded Mode option
• Include 9 levels of alarm and pre-alarm, cooperative sensing and self-optimizing pre-alarm
• Optional integrated Digital Voice Command (DVC)
• EIA-485 annunciators, including custom graphics
• Optional IP or GSM Communicator
• FM6320 approved gas detection system
• Listed for releasing

APPROVED
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FEATURE

Panel Display Size/LCD Characters

SLC Loops (maximum supported)

Maximum Addressable Detectors per SLC Loop

Maximum Addressable Modules per SLC Loop

FlashScan and CLIP Device Protocol

SLC Loop Isolation

SLC Maximum Length with Recommended Wire

Manufacturer SLC Style Wiring (NFPA)

Panel Power (usable) in Amps

Built-in NAC Circuits

NAC Circuit Sync with System Sensor/Gentex/Wheelock

Built-in Alarm/Trouble/Security/Supervisory Relays

EIA-232 Printer/CRT Ports

EIA-485 ACS Annunciator/Terminal Ports 

NOTI-FIRE-NET Network Capable

Integrated Digital Audio Support

Auto Programming Function

QWERTY Panel Programming

Veri-Fire Tools Offline Programming

Veri-Fire Tools Programming via USB

Software Programmable EEPROMs

Event History Capacity/Alarm-Only

General Software Zones

Logic Software Zones

Trouble Software Zones

Releasing Software Zones

Special Software Zones

CBE Zones per Device

User Defined CBE Equations

ACS Custom Grouping 

Point and Zone Annunciation

Security Alarm Point Annunciation

ANNUNCIATORS OVERVIEW

ACM-8R

ACS Series

FDU-80

LCD-80 and LCD-80TM

LCD-160

LDM-32

SCS Series

TM-4

UDACT

UZC-256

NFS-320

80

1

159

159

Yes

Yes

12,500

4,6 or 7

6

4

Yes

Yes

Yes

1/1

Yes

No

Yes

Yes

Yes

Yes

Yes

800/200

100

20

No

10

Yes

5

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

No

Yes

Yes

Yes

Yes

Future

NFS2-640

80/640*

2

159

159

Yes

Yes

12,500

4,6 or 7

6

4

Yes

Yes

Yes

1/1

Yes

No

Yes

Yes*

Yes

Yes

Yes

800/200

100

20

No

10

Yes

5

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

No

Yes

Yes

Yes

Yes

Future

NFS2-3030

640

10

159

159

Yes

Yes

12,500

4,6 or 7

1*

0

Yes*

Yes

Yes*

1/1*

Yes

No

Yes

Yes*

Yes

Yes

Yes

4,000/1,000

1,000

1,000

10

10

Yes

10

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes*

Yes

Yes

Yes

Yes

Yes

Yes

Notes
FEATURE
-Panel Display Size/LCD Characters for NFS2-640 — *640 character display with NCA-2 direct connect
-Panel Power (usable) in Amps for NFS2-3030 — *with the AMPS-24 power supply
-NAC Circuit Sync with System Sensor/Gentex/Wheelock for NFS2-3030 — *with optional field power suplly (FCPS-24S6/S8 or ACPS-2406)
-EIA-232 Printer/CRT Ports for NFS2-3030 — *No CRT option (use LCD-160)
-EIA-485 ACS Annunciator/Terminal Ports for NFS2-3030 — *1 ACS port / 1 RDP port
-QWERTY Panel Programming for NFS2-3030 — *80 or 640 character display required
ANNUNCIATORS OVERVIEW
-LCD-80 and LCD-80TM for NFS2-3030 — *ACS mode only

ONYX Panel Comparison
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